
THERMO-HYGROMETER
HM8 - RLF/TS

How wet is dry ?
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Relative humidity:                                          0 to 100%
Resolution:                                                         0,1 % RH

Temperature:                                              -10 to + 60°C
                                                                          (14 - 140°F)
Resolution:                                                          0,1% RH

Dew point:                                                    -55 to +60°C
                                                                      (-67 to 140°F)
Resolution:                                                         0,1 % RH

Technical specifications

Measuring Technique
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Hold function
easy storage of metered values
Auto-data-logger for 10000 values with 
description 
Automatic shutoff
Automatic temperature compensation

Menu languages:  German, English 
                                  Italian and French

Including wooden box and battery 

Features and Equipment

HM8 - RLF/TS

Meter easy to handle for measurement of relative
humidity, temperature and dew point
Particularly suitable for moisture measurement 
in paper stacks. 
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HM8 - PMC2

PAPER-MOISTURE-
METER HM8-PMC 2

Technical specifications

Measuring range:                3 to 10 % paper moisture

Resolution:                                  0,1 % paper moisture

Display:                                             3 digit LCD display

Weight:                                                             circa 160 g

Measuring depth                                                   13 mm

Features and Equipment

quick, nondestructive measurement
easy to use
small, handy, precise
automatic switchoff after 90 seconds
automatic temperature compensation

including test board, wooden box, battery and 
rubber protection
 

How wet is dry ?

Particularly suitable for moisture measurement of 
kraft paper, packaging paper and paperboard
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